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K 5, = Conversion factor, 1 kg/1,000 g (1 1b/
7,000 gr).
P = Average melt rate, Mg/hr (ton/hr).

(b) Using the results of the perform-
ance tests, you must use the following
equation to determine compliance with
the CO and formaldehyde numerical
emission limits:

_ CxMW xOxK;xK,
K; xPx10°

E

where:

E = Emission rate of measured pollutant, kg/
Mg (1b/ton) of melt.

C = Measured volume fraction of pollutant,
ppm.

MW = Molecular weight of measured pollut-
ant, g/g-mole:

CO = 28.01, Formaldehyde = 30.03.

Q = Volumetric flow rate of exhaust gases,
dscm/hr (dscf/hr).

K, = Conversion factor, 1 kg/1,000 g (1 1b/453.6
g).

K, = Conversion factor, 1,000 L/m3 (28.3 L/ft3).

K; = Conversion factor, 24.45 L/g-mole.

P = Average melt rate, Mg/hr (ton/hr).

(c) Using the results of the perform-
ance tests, you must use the following
equation to determine compliance with
the CO and formaldehyde percent re-
duction performance standards:

L,-L,

%R = x 100

1

where:

%R = Percent reduction, or collection effi-
ciency of the control device.

L; = Inlet loading of pollutant, kg/Mg (1b/
ton).

L, = Outlet loading of pollutant, kg/Mg (1b/
ton).

NOTIFICATION, RECORDKEEPING, AND
REPORTING

§63.1191 What notifications must I
submit?

You must submit written notifica-
tions to the Administrator as required
by §63.9(b)-(h) of the general provisions
in subpart A of this part. These notifi-
cations include, but are not limited to,
the following:

(a) Notification that the following
types of sources are subject to the
standard:

(1) An area source that increases its
emissions so that it becomes a major
source.

§63.1192

(2) A source that has an initial start-
up before the effective date of the
standard.

(3) A new or reconstructed source
that has an initial startup after the ef-
fective date of the standard and doesn’t
require an application for approval of
construction or reconstruction under
§63.5(d) of the general provisions in
subpart A of this part.

(b) Notification of intention to con-
struct a new major source or recon-
struct a major source where the initial
startup of the new or reconstructed
source occurs after the effective date of
the standard and an application for ap-
proval of construction or reconstruc-
tion under §63.5(d) of the general provi-
sions in subpart A of this part is re-
quired.

(c) Notification of special compliance
obligations for a new source that is
subject to special compliance require-
ments in §63.6(b)(3) and (4) of the gen-
eral provisions in subpart A of this
part.

(d) Notification of a performance test
at least 60 calendar days before the per-
formance test is scheduled to begin.

(e) Notification of compliance status.

§63.1192 What recordkeeping require-
ments must I meet?

You must meet the following record-
keeping requirements:

(a) Maintain files of all information
required by §63.10(b) of the general pro-
visions in subpart A of this part, in-
cluding all notifications and reports.

(b) Maintain records of the following
information also:

(1) Cupola production (melt) rate
(Mg/hr (tons/hr) of melt).

(2) All bag leak detection system
alarms. Include the date and time of
the alarm, when corrective actions
were initiated, the cause of the alarm,
an explanation of the corrective ac-
tions taken, and when the cause of the
alarm was corrected.

(3) The free-formaldehyde content of
each resin lot and the binder formula-
tion, including formaldehyde content,
of each binder batch used in the manu-
facture of bonded products.

(4) Incinerator operating temperature
and results of incinerator inspections.
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